TS3-D0OA35

Balanced 3-pole MCF

TOYOCOM

M Features

@ Miniature size : 3.8(W) X 3.8(D) X 1.0(H)mm
@ Surface mounting is possible

@ High attenuation

M Application

@ [F filter for Cellular Phone

PDC / AMPS / TDMA system

M Specifications
Type TS3-D0OA35 0 0
Nominal frequency [fo] 100MHz to 140MHz '\
10 1
3dB Pass band fo +14kHz min. \\\A \(/ B
- ™ 5
Insertion loss 3.0 dB max. z 20 2 =
[%)] [%)]
Pass band ripple | 30 3 8
(Peak to valley) 1.0.dB max. - / / P \ -
£ 40 4 @
Stop band attenuation / \
fo £50kHz 20 dB min. 50 = 5
fo -100kHz 40 dB min. A \/
fo -200kHz 60 dB min. 60 6
fo -800 to -1000kHz 70 dB min. /
70 7
Spurious response 5.0 dB min. / /
10 80 8
. . HS max. A \
Group delay distortion Within fo+12kHz % o
T(—;-rminating Input Balanced or Unbalanced : T.B.D. 100 / \ 10
impedance Output | Balanced or Unbalanced : T.B.D. é—Egg FREQUENCY (kHz) ++52050
Operating temperature 230 °C to +85 °C
range
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